
Upgrading  a  20b  HP  Calculator  –  Version  
9-‐16-‐2009  

Requirements  
� Windows  XP  computer  with  hardware  serial  port.  

o Serial  port  must  not  be  USB-‐serial  converter.  
� Installed  ATMEL  software.  

Preparing  the  XP  Computer  
1. Unzip  the  20b_Flash_Kit.zip  to  a  specific  location,  such  as  on  the  desktop.  
2. Install  the  ATMEL  software  using  Install  AT91-‐ISP  v1.13.exe  and  the  default  options.  
3. To  ensure  that  the  system  is  configured  properly,  please  flash  a  unit  using  the  next  steps.  

Flashing  a  20b  Unit  
Before  beginning  the  process,  please  watch  the  video  included  in  the  folder  20b  Flash  Kit.  This  will  allow  

you  to  see  the  process  from  start  to  finish.  Once  you’ve  watched  the  video,  please  follow  the  following  
steps  to  flash  a  unit.  

1. Remove  the  battery  cover  on  the  unit  to  be  flashed.  Insert  the  cable  into  the  connector.  It  will  
click  into  place  and  lock.  

     
  

2. Connect  the  9  pin  serial  cable  to  the  hardware  serial  port  on  your  Windows  XP  machine  if  it  is  
not  yet  connected.  

  



3. You  will  now  begin  the  process.  This  procedure  is  not  difficult,  but  it  can  be  tricky  the  first  time.  
To  begin,  you  will  need  to  reset  the  calculator  and  place  it  in  the  correct  mode  to  receive  the  
new  ROM  file.  To  do  this,  you  will  need  to  press  the  following  sequence  of  keys  on  the  calculator  
and  the  cable  with  2  blue  buttons.  
  

Step  1   Press  ON/CE  on  the  calculator    

Step  2  
Hold  ERASE  on  the  cable    
(hold  this  until  step  6)  

 

Step  3   Press  RESET on the cable  

 

Step  4   Press  ON/CE  on  the  calculator  

 



Step  5   Release  ON/CE  on  the  calculator  

 

Step  6  
Release  ERASE  on  the  cable  from  
step  2  

 

Step  7   Press  RESET on the cable  

 

Step  8  
Press  ON/CE  on  the  calculator.  The  
calculator  screen  should  be  blank.  If  
not,  repeat  this  table  from  Step  1.  

 
  



4. On  the  computer,  find  in  the  start  menu  the  SAM-‐BA  v2.9  program  

  
  

5. When  the  program  launches,  select  the  correct  COM  port  and  board.  The  board  type  is  
AT91SAM7L128-‐EK.  It  may  appear  as  at91sam7l128-‐ek  

  
  

  
6. Press  CONNECT.      

  

 If  there  is  no  connection,  ensure  that  the  correct  COM  port  is  connected.  If  there  is  still  
no  connection,  please  retry  the  chart  in  step  3.    
  



7. In  the  Download/  Upload  file  area  of  the  window,  click  the  folder  to  select  your  ROM  file  to  
send.  Browse  into  20b  Flash  Kit/ROM/  and  select  20b_9-‐16-‐2009.bin

  
  

8. Press  SEND  FILE  to  begin  sending  the  file.  

  
  

9. The  status  window  should  update  with  text  as  the  new  ROM  file  is  written.  It  takes  about  45  
seconds  to  complete  the  flashing  procedure.  

  
  

10. Once  complete,  a  window  pops  up  asking  to  lock  regions  0-‐15.  Press  NO.

  
  

11. In  the  Scripts  area,  select  Boot  from  Flash  if  not  selected.  Press  EXECUTE.  

  
  

  



12. Back  on  the  cable,  press  the  RESET  button.  

     
  

13. Then  press  ON/CE  on  the  calculator.  It  should  power  on.  ALL  RESET  appears  on  the  screen.  
  

     

  

  

  

  

  

  

  

  

  



  

14. Press  and  hold  ON/CE  and  PMT.  

  

  

15. Release  PMT  and  then  ON/CE.  The  words  TST  SCREEN  appear  on  the  display.    
    

  
  

16. Press  DOWN  and  then  DOWN.  The  word  CHECKSUM  appears.  

  
  

  

  



  

17. Compare  the  numbers  separated  by  the  decimal.  In  this  picture,  it  says  “63.063”.  This  means  the  
ROM  was  flashed  correctly.  It  will  change  with  new  ROM  revisions.  As  long  as  the  number  
before  the  decimal  is  the  same  as  the  number  after  the  decimal,  the  procedure  worked  
properly.  If  there  is  a  difference  between  the  two  numbers,  you  need  to  repeat  the  procedure  
from  the  beginning.  This  is  very  rare.  These  are  examples  of  good  and  bad  checksums.  
  

Good Bad 
 12.012 
 111.111 
 45.045 

 12.032 
 63.067 
 111.082 

  

  

18. Once  the  checksum  has  been  verified,  press  DOWN  and  then  DOWN  again  to  see  the  date  code.  
This  should  match  the  date  on  your  file  in  the  ROM  directory.    


